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RALC ITALIA

Ralc Italia is a privately owned company which was founded in 1991 by Mr. Andrea Lazzarini, who
is the current owner and CEO of the company.

Ralc Italia projects, builds and installs industrial machines for the processing of pipes in copper

and steel and of aluminum profiles.

ey, Besides circular blade sawing machines and 3, 4 and 5 axis machining centers,
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Ralc Italia’s range also includes 2, 3 and 6 passages end forming machines, to
expand or reduce, to close or form the end of tubes or bended tubes. The end
forming machine can in fact work standing alone or in line with a Planet 16
bending machine. When working alone, the end forming machine can process
copper, steel and stainless steel pipes, with diameters
between 6 and 50mm, depending on material, wall
thickness and processing. Tools can work by punching
or rotation. Ralc Italia can also propose an end closing
machine for copper, being able to make a round
shape on the end of copper pipes with diameter between 6 and 32mm and minimum
length 130mm; and an induction closing machine for steel tubes with plain closing.

Ralc ltalia & un’azienda privata fondata nel 1991 da Andrea Lazzarini, attuale
proprietario e CEO dell’azienda.

Ralc ltalia si occupa di progettazione, costruzione e installazione di macchine
industriali per la lavorazione del tubo in acciaio e rame e di profili in alluminio.
Oltre a segatrici a disco e centri di lavoro a 3, 4 e 5 assi, la gamma di Ralc ltalia
include rastrematubi a 2, 3 e 6 passaggi, per espandere o ridurre, chiudere
o sagomare |'estremitd di tubi diritti o, eventualmente, curvati: la
rastrematubi pud infatti lavorare in maniera indipendente oppure in linea
con la curvatubi Planet 16.

In modalitd indipendente, la rastrematubi pud lavorare tubi in rame,
acciaio e inox, in diametri compresi tra 6 e 50mm, a seconda di materiale,
spessore e lavorazione richiesta. Gli utensili possono lavorare a spinta o
rotazione.

Ralc ltalia pud proporre anche una bombatrice che permette di sagomare
in forma semisferica tubi in rame di diametro tra 6 e 32mm di lunghezza
minima 130mm; e una bombatrice a induzione per la chiusura piana di
tubi in ferro.
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